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Series 410 
Series 410 Quarter turn fastener

Assembly:
A hole of 8 mm is drilled through the cover plate.
When using the recessed spring cup, a 100 ° countersink is created by cutting
or pressing the locking bolt put through with spring cup and secured from the
rear with the retaining washer. To attach the lower part, a central hole of 13
mm and two fastening holes are drilled according to the hole pattern of the
lower part.
 

DESCRIPTION

Quarter turn fasteners for small electric and electronic devices

and casings. Can be found on switching cabinets, computers

and copy machines. Available with slot head, cross recess

head, knurled head, star grip and featuring a protruding or

flush spring retainer.

Function:

Through the quarter turn, the inserted bolt with shaft will be

tightened against the curve in the lower part, axial against the

spring. At the end of the curve, the shaft will lock.

Assembly:

An 8 mm hole will be drilled through the sheet metal cover.

When using a flush spring retainer, a 100° counter sunk will be

created by drilling or pressing; the locking bolt with spring

retainer will be pushed through and secured on the backside

with the holding disk. To affix the lower part, a center hole with

a 13 mm diameter and two mounting holes will be drilled

according to the lower part's hole pattern. Screws or rivets can

be used to hold it in place.

TECHNICAL SPECIFICATIONS

PRODUCT CODE

410-0-2

410-0-3

410-0-4

410-0-1

 


