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Series 1200 
Snap Lock Fastener Series 1200

Assembly:
A mounting hole is punched into the door according to the "Installation
opening" drawing and the lock is pushed through.

The fastener is secured with the supplied hexagon nut M22x1.5mm.
 

DESCRIPTION

Chrome-plated die-cast snap lock with latch function in 2

versions.

Function:

The latch function enables the door to be closed with light

pressure. The spring-mounted lock engages behind the frame.

It is not necessary to operate the lock.

To open, the push button is pressed and the door can be

opened using the handle.

Please note that when using the handle, the dimensions A

(door thickness) and H (closing distance)

decrease by 2mm!

The key-controlled variant does not require the use of the

handle. The door can be opened after turning the key.

In the standard version, the lock is delivered with 2 keys .

Different closures are possible on request.

Assembly:

A mounting hole is punched into the door according to the

"Installation opening" drawing and the lock is pushed through.

The fastener is secured with the supplied hexagon nut

M22x1.5mm.

TECHNICAL SPECIFICATIONS

Article name 0

Türstärke max. in mm 0

Schliessabstand H in mm 0

Gehäuselänge L in mm 0

Material / Oberfläche 0

PRODUCT CODE
1200-0
1200-264-2-SK
1200-264-4-SK
1200-264-2-DK

 


